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482 mm (19“) Rack Cabinets 
• Steel housing
• Mat black textured coating
• Ventilation slots on the upper side

482 mm (19“) Profile Rack Cabinets 
• Plastic-coated 1 .2 mm steel housing
• Rear panel: 1 .5 mm
• 3 mm standard aluminium front panel
• Inside profile rails, e .g . for PCBs
• Cabinets with 2 RS are supplied with silver anodised handles

Series of Utility Cases 
• Extruded U-shaped profile with insertion grooves for printed circuits of different heights (12/17/22 mm distance to 

the front panel)
• Exchangeable front panel with protective foil, 1 .5 mm aluminium sheet metal
• Mat black ABS plastic side covers
• Material surface: anodised and mat etched or black (SW)
• Total height: 36 .5 mm

Series of ABS Plastic Cases 
• PUG-3: without PCB slots and threaded bushings
• PUG-5 to PUG-8: with PCB slots and threaded bushings

Model Order No. Rack spaces, RS Inside dimensions Outside dimensions Weight 
RCG-21/SW 33 .3770 1 432 x 42 .5 x 218 mm 482 x 44 .5 x 224 mm 2 .26 kg
RCG-22/SW 33 .3780 2 432 x 83 x 218 mm 482 x 88 x 224 mm 2 .71 kg

Model Order No. Rack spaces, RS Outside dimensions Weight 
RC-121/SW 33 .2090 1 483 x 44 x 238 mm 2 .93 kg
RC-132/SW 33 .2150 2 483 x 88 x 304 mm 4 .24 kg

Model Order No. Dimensions PCB dimensions Weight 
AH-61 33 .0080 65 x 36 .5 x 107 mm 62 x 100 mm 126 g
AH-61/SW 33 .3010 65 x 36 .5 x 107 mm 62 x 100 mm 128 g
AH-62 33 .0090 65 x 36 .5 x 167 mm 62 x 160 mm 189 g
AH-62/SW 33 .3020 65 x 36 .5 x 167 mm 62 x 160 mm 205 g
AH-63 33 .0100 65 x 36 .5 x 207 mm 62 x 200 mm 231 g
AH-63/SW 33 .3030 65 x 36 .5 x 207 mm 62 x 200 mm 235 g
AH-101 33 .0050 103 x 36 .5 x 107 mm 100 x 100 mm 162 g
AH-101/SW 33 .3040 103 x 36 .5 x 107 mm 100 x 100 mm 159 g
AH-102 33 .0060 103 x 36 .5 x 167 mm 100 x 160 mm 242 g
AH-102/SW 33 .3050 103 x 36 .5 x 167 mm 100 x 160 mm 248 g
AH-103 33 .0070 103 x 36 .5 x 207 mm 100 x 200 mm 308 g
AH-103/SW 33 .3060 103 x 36 .5 x 207 mm 100 x 200 mm 296 g

Model Order No. Dimensions Weight 
PUG-3 33 .0840 75 x 25 x 56 mm 30 g
PUG-5 33 .0860 79 x 40 x 61 mm 54 g
PUG-6 33 .0870 100 x 41 x 76 mm 70 g
PUG-7 33 .0880 118 x 45 x 98 mm 101 g
PUG-8 33 .0890 151 x 60 x 100 mm 150 g
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